veri
dogrudan ve carpicl bir
Hliski vardir,
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Ofis mekanlarinin tasarim ve tesisat asamalari,
belirli konularda, diger projelerden farklilik
gosterebilir. Projeyi yapana; kalicilik ve profesyonel
gérinim, isletmeciye ise akilci bir yatirim olanagi
ve ekonomik isletme maliyeti gibi konularda
hesaplanabilir faydalar sunmak, Gzerinde
dustndlmesi gereken konulardir. Saglikli bir ofis
aydinlatmasi icin dekoratif unsurlardan dnce dikkat
edilmesi gereken en énemli unsur aydinlatmanin
ofis kurulumu sistemine uygun islevsel yapida
olmasidir.

Mimari hedefler gézénitne alindiginda; yenilikgi
tasarim, konsantrasyonu destekleyen kullanim,
profesyonel ve zengin gorinim, basarili bir ofis
aydinlatma projesinin karakteristigini olusturmalidir.
Aydinlatma ile olusan atmosfer, projelerinin
degerine inanan mimarlarin muhakkak suretle
basarili olarak almasi gereken sonuclar arasindadir.

Aydinlatma armaturleriyle, misterilerine sagladigi
faydalari her zaman on planda tutan Veksan
Aydinlatma, Urln tasarimlarinda; masterisinin bu
beklentisine tam olarak uygun yaniti verecek
detaylar kullanmaktadir. Enerji verimliligi, ginisigina
gore kendini dimedebilme gibi 6zellikler yavas yavas
standart haline gelmektedir.

Fotometrik hedefler icin Veksan Aydinlatma
armatdrlerinde; etkin élcilendirme, dogru bilesim
¢6zimleri, daha fazla yansitma veya dagitma gibi

parametreler lzerinde durmaktadir. Secilen

reflektérin orta ve uzun dénemlerde alacadgi
gorinim ya da kuvvetli UV 1sinimlarda dahi hig
degismeyen gbvde rengi, armatir secimi ve siparis
asamasinda ddsuntlmesi gereken detaylardir.

,C O]

Design and wiring stages of office environments
may differ from some other concepts for some
specific concerns. Significant points to be regarded
can be exemplified with these given; in view of the
performer of project, stability and professional
appearance; in view of the administrator; the point
is to offer an opportunity for a reasonable investment
and offering calculable benefits on the subjects such
as operating cost. For proper office lighting, most
important issue before the decorative elements is
that the lighting should be applied in conformance
with the operation and function of the office.

Regarding the architectural targets; the
characteristics of the projects should include
innovative design, concentration-friendly
functionality, rich and professional look. The
atmosphere provided by the lighting; is an essential
that should be successfully handled by the architects
which believe in value of their projects.

Veksan Lighting, always foregrounding the benefits
to its customers through the lighting fixtures, utilizes
the details to meet these expectations of the
customers. Features such as energy efficiency, and
day-light sensitive dimming specifications become
standards day by day.

For photometric objectives, Veksan Lighting fixtures
specializes in parameters such as effective
dimensioning, correct composition solutions, more
reflection or distribution of light. The appearance
of the chosen reflector in mid and long terms,
constant body color durable against strong radiations
of light are the details to be reasonably specified
when choosing the lighting fixture and ordering.
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T16 (T5) Siva Alti Armatiirler
T16 (T5) Recessed Luminaires

Uriin Ozellikleri

Govde RAL 9003 elektrostatik toz boyali sac.

Reflektor Yiiksek kaliteli %99.99 saflikta altiminyum.

Yansima %95. Parlak ve Mat reflektor secenekleri.

Balast Dim edilebilir balast secenegi.

Acil Cikis 1veya 3 saatilk acil ¢ikis secenekleri.
Specifications

Body Steel sheet painted with electrostatic powder

coated RAL 9003

Reflector High quality %99.99 pure aluminium.

Total reflection is %95. Specular or matt optional.

Ballast Dimmable ballast option.

Integral Emergency 1or 3 hours integral emergency.

Uyqulama Alanlari / Applications

. Ofisler / Offices
Glic Power | Lamba Lamp Olgiiler Dimensions kg Kod Code Resepsiyon Alanlari / Reception Areas
Al | A2 | L1 L2 H EVG Dimli Dimming Okullar / Schools
4X14W T6 595 575 595 575 53 32 600414 600 4I4-DIM Koridorlar / Corridors
Magazalar / Stores
3X14W T6 595 | 5751595 575 53 | 31 600 314 600 314-DIM
Lamba Lamp T6
Sembol Symbol —: 230V - 50 Hz
Duy Lampholder G5
A2 L2
7 IOYONON Irﬁ
L At il L 5 J
[N JAN /N
L A1 |
Fotometrik Bilgi Photometric Data Tavan Sistemleri Ceiling Systems

600 414 150° 180° 150° 600 314 150° 180° 150°

T15, T25 ve algi tavanlar igin uygundur.
Suitable for exposed T15, T25 or lay in.

e F
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A A M EN 60598-2-2:2002
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T16 (T5) Siva Alti Armatiirler
T16 (T5) Recessed Luminaires

Uriin Ozellikleri

Govde RAL 9003 elektrostatik toz boyali sac.

Reflektor Yiiksek kaliteli %99.99 saflikta altiminyum.

Yansima %95. Parlak ve Mat reflektor secenekleri.

Balast Dim edilebilir balast secenegi.

Acil Cikis 1veya 3 saatilk acil ¢ikis secenekleri.
Specifications

Body Steel sheet painted with electrostatic powder

coated RAL 9003

Reflector High quality %99.99 pure aluminium.

Total reflection is %95. Specular or matt optional.

Ballast Dimmable ballast option.

Integral Emergency 1or 3 hours integral emergency.

Uygqulama Alanlari / Applications

Ofisler / Offices "
Okullar / Schools Al A2 | L1 [ L2 H EVG Dimli Dimming
Koridorlar / Corridors AX14W T6 595 575 595 575 53 | 32 601414 | 601414-DIM
Magazalar / Stores
3X14W T6 595 | 5751595 575 53 | 31 601314 601314-DIM
Lamba Lamp T16
Sembol Symbol — 230V - 50 Hz
Duy Lampholder G5
A2 L2 A2
I % 1T |
| TN/ NN\ | Iijﬁ = ! | 7NN\ |
a1 1 'L L 1L Al J
Tavan Sistemleri Ceiling Systems Fotometrik Bilgi Photometric Data
601314 150° 180° 150° 601414 150° 180° 150°

T15, T25 tavanlar igin uygundur.
Suitable for exposed T15, T25

™

CE F J?‘ a A % EN 60598-2-2:2002
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Glic Power | Lamba Lamp Olciiler Dimensions kg Kod Code
Al A2 L1 | L2 H EVG Dimli Dimming
2x14W Ti6 2951275 595 575 53 | 2 | 600 214 600 214-DIM
2x24W Ti6 2951275 595 575 53 | 2 | 600224 600 224-DIM
Lamba Lamp T16

Sembol Symbol
Duy Lampholder

A2

T 230V - 50 Hz

G5

T16 (T5) Siva Alti Armatiirler
T16 (T5) Recessed Luminaires

Uriin Ozellikleri

Govde RAL 9003 elektrostatik toz boyali sac.

Reflektor Yiiksek kaliteli %99.99 saflikta altiminyum.

Yansima %95. Parlak ve Mat reflektor secenekleri.

Balast Dim edilebilir balast secenegi.

Acil Cikis 1veya 3 saatilk acil ¢ikis secenekleri.
Specifications

Body Steel sheet painted with electrostatic powder

coated RAL 9003

Reflector High quality %99.99 pure aluminium.

Total reflection is %95. Specular or matt optional.

Ballast Dimmable ballast option.

Integral Emergency 1or 3 hours integral emergency.

Uyqulama Alanlari / Applications
Ofisler / Offices
Resepsiyon Alanlari / Reception Areas
Okullar / Schools
Koridorlar / Corridors
Magazalar / Stores

T

Fotometrik Bilgi Photometric Data

600 214 150° 180° 150°
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T15, T25 ve algi tavanlar igin uygundur.
Suitable for exposed T15, T25 or lay in.
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T16 (T5) Siva Alti Armatiirler
T16 (T5) Recessed Luminaires

Uriin Ozellikleri

Govde RAL 9003 elektrostatik toz boyali sac.

Reflektor Yiiksek kaliteli %99.99 saflikta altiminyum.

Yansima %95. Parlak ve Mat reflektor secenekleri.

Balast Dim edilebilir balast secenegi.

Acil Cikis 1veya 3 saatilk acil ¢ikis secenekleri.
Specifications

Body Steel sheet painted with electrostatic powder

coated RAL 9003

Reflector High quality %99.99 pure aluminium.

Total reflection is %95. Specular or matt optional.

Ballast Dimmable ballast option.

Integral Emergency 1or 3 hours integral emergency.

Uygqulama Alanlari / Applications

Ofisler / Offices "
Resepsiyon Alanlari / Reception Areas Giic Power | Lamba Lamp Olciiler Dimensions kg Kod Code
Okullar / Schools AM A2 L1 L2 H EVG Dimli Dimming
Koridorlar / Corridors 2x28W T6 295 275 1195 1775 53 | 38 600228 = 600228-DIM
Magazalar / Stores
2x54W T16 295275195 175 | 53 | 3.8 600254 600 254-DIM
Lamba Lamp T6
Sembol Symbol — 230V - 50 Hz
Duy Lampholder G5
A2 L2
|
/N /N Hl o ——————————————————————
L A1 ] L L1 i
Tavan Sistemleri Ceiling Systems Fotometrik Bilgi Photometric Data
600228 i e 10

T15, T25 ve algi tavanlar igin uygundur.
Suitable for exposed T15, T25 or lay in.

€T L) a4 P e J
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T16 (T5) Siva Alti Armatiirler
T16 (T5) Recessed Luminaires

Uriin Ozellikleri

Govde RAL 9003 elektrostatik toz boyali sac.
Reflektor Yiiksek kaliteli %99.99 saflikta altiminyum.
Yansima %95. Parlak ve Mat reflektor secenekleri.
Balast Dim edilebilir balast secenegi.

Acil Cikis 1veya 3 saatilk acil ¢ikis secenekleri.

Specifications
Body Steel sheet painted with electrostatic powder
coated RAL 9003
Reflector High quality %99.99 pure aluminium.
Total reflection is %95. Specular or matt optional.
Ballast Dimmable ballast option.
Integral Emergency 1or 3 hours integral emergency.

Uyqulama Alanlari / Applications

) Ofisler / Offices
Glic Power | Lamba Lamp Olciiler Dimensions kg Kod Code Resepsiyon Alanlari / Reception Areas
Al A2 L1 L2 H EVG Dimli Dimming Okullar / Schools
1X14W M6 | 150 135 595 575 100 15 60214 | 602 14-DIM Koridorlar / Corridors
Magazalar / Stores

1x24W T16 150 | 135 1 595 | 575100 | 15 = 602 124 602 124-DIM

2X14W T6 150 | 135 | 595 | 575100 | 3.0 = 602 214 602 214-DIM

2x24W T6 150 | 135 1 595 | 575100 | 3.0 = 602224 602 224-DIM T = - ﬁ

1x28W Ti6 150 | 135 | 195 1175 100 | 2.0 = 602 128 602 128-DIM ‘ [ " 1 [ad

2x28W T16 150 | 135 | 1195 1175100 | 2.0 = 602 154 602 154-DIM . R .

1x54W T6 150 | 135 | 1195 1175 100 | 4.0 = 602228 602 228-DIM % - - Iz - i ﬁ

2X54W Ti6 150 | 135 195 1175 100 | 4.0 = 602 254 602 254-DIM L T J [ a ]
Glic Powar  Lamba Lamp Olciiler Dimensions kg Kod Code

Al A2 L1 L2 H EVG Dimli Dimming
2X14W + 2x14W Ti6 150 | 135 | 595|575 100 15 | 602 414 602 414-DIM
2X14W + 2x14W Ti6 150 | 135 | 595 575 100 | 15 = 602424 602 424-DIM
Lamba Lamp Ti6
Sembol Symbol — 230V - 50 Hz
Duy Lampholder G5
Fotometrik Bilgi Photometric Data Tavan Sistemleri Ceiling Systems
602214 150°  180°  150°

T15, T25 ve algi tavanlar igin uygundur.
Suitable for exposed T15, T25 or lay in.

IS8 ce F

(s

A A % EN 60598-2-2:2002
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T16 (T5) Siva Ustii Armatiirler
T16 (T5) Surface Mounted Luminaires

Uriin Ozellikleri

Govde RAL 9003 elektrostatik toz boyali sac.
Reflektor Yiiksek kaliteli %99.99 saflikta altiminyum.
Yansima %95. Parlak ve Mat reflektor secenekleri.
Balast Dim edilebilir balast secenegi.

Acil Cikis 1veya 3 saatilk acil ¢ikis secenekleri.

Specifications
Body Steel sheet painted with electrostatic powder
coated RAL 9003
Reflector High quality %99.99 pure aluminium.
Total reflection is %95. Specular or matt optional.
Ballast Dimmable ballast option.
Integral Emergency 1or 3 hours integral emergency.

Uyqulama Alanlari / Applications

. Ofisler / Offices
Glic Power | Lamba Lamp Olgiiler Dimensions kg Kod Code Resepsiyon Alanlari / Reception Areas
Al | A2 | L1 L2 H EVG Dimli Dimming Okullar / Schools
4X14W T6 595 595 470 425 50 49 660414 660 414-DIM Koridorlar / Corridors
Magazalar / Stores
3X14W T6 595 1 595|470 425 | 50 | 49 | 660 314 660 314-DIM
L2
Lamba Lamp T6
1 T

Sembol Symbol 230 - 50 Hz p
Duy Lampholder G5

Fotometrik Bilgi Photometric Data

660 414 150° 180° 150° 660 314 150° 180° 150°

e F

il

A A % EN 60598-2-2:2001
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T16 (T5) Siva Ustii Armatiirler
T16 (T5) Surface Mounted Luminaires

Uriin Ozellikleri

Govde RAL 9003 elektrostatik toz boyali sac.
Reflektor Yiiksek kaliteli %99.99 saflikta altiminyum.
Yansima %95. Parlak ve Mat reflektor secenekleri.
Balast Dim edilebilir balast secenegi.

Acil Cikis 1veya 3 saatilk acil ¢ikis secenekleri.

Specifications
Body Steel sheet painted with electrostatic powder
coated RAL 9003
Reflector High quality %99.99 pure aluminium.
Total reflection is %95. Specular or matt optional.
Ballast Dimmable ballast option.

Integral Emergency 1or 3 hours integral emergency.

Uyqulama Alanlari / Applications

Ofisler / Offices

Resepsiyon Alanlari / Reception Areas
Okullar / Schools

Koridorlar / Corridors

Magazalar / Stores

L2

[%
L L1

m
m

T
-

A A m EN 60598-2-2:2001

Glic Power | Lamba Lamp Olciiler Dimensions kg Kod Code
Al A2 L1 L2 H EVG Dimli Dimming
2X14W Ti6 295 | 595 | 470 | 240 1 50 | 25 | 660214 660 214-DIM
2X24W Ti6 295 595 | 470 | 240 50 | 25 | 660224 660 224-DIM
Lamba Lamp T6

Sembol Symbol

- 230\ - 50 Hz

Duy Lampholder G5

Fotometrik Bilgi Photometric Data

660224  150° 180° 150°
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Glic Power | Lamba Lamp Olciiler Dimensions kg Kod Code
Al A2 L1 L2 H EVG Dimli Dimming
2X28W Ti6 295 1195 11075 240 50 | 51 = 660228 660 228-DIM
2X54W Ti6 295 1195 11075 240 50 | 51 = 660254 660 254-DIM
Lamba Lamp T16

Sembol Symbol
Duy Lampholder

Fotometrik Bilgi Photometric Data

660254  150° 180° 150°
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- 230\ - 50 Hz

G5

T16 (T5) Siva Ustii Armatiirler
T16 (T5) Surface Mounted Luminaires

Uriin Ozellikleri

Govde RAL 9003 elektrostatik toz boyali sac.
Reflektor Yiiksek kaliteli %99.99 saflikta altiminyum.
Yansima %95. Parlak ve Mat reflektor secenekleri.
Balast Dim edilebilir balast secenegi.

Acil Cikis 1veya 3 saatilk acil ¢ikis secenekleri.

Specifications
Body Steel sheet painted with electrostatic powder
coated RAL 9003
Reflector High quality %99.99 pure aluminium.
Total reflection is %95. Specular or matt optional.
Ballast Dimmable ballast option.
Integral Emergency 1or 3 hours integral emergency.

Uyqulama Alanlari / Applications

Ofisler / Offices

Resepsiyon Alanlari / Reception Areas
Okullar / Schools

Koridorlar / Corridors

Magazalar / Stores

L2

[%
L L1

c€ F Jf a A % EN 60598-2-2:2001





